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XPM630 Series

Three Phase Multi-Function Energy Meter
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XPM630 Series

Three Phase Multi-Function Energy Meter

FEATURE HIGHLIGHTS

= Three Phase CT operated

= Support auto-upload mode for uploading data

= Download/ Upload time interval can be set or adjusted.

= Confirmations/ Offline detection available

=  Support auto-resume mode

= Wide range of LoRa frequency band (EU868/AS923/CN433/CN470/AU915/US902 MHz, etc.)
= High accuracy, Class 1 /Class 0.5s

= ETL, MID certified

PRODUCT DESCRIPTION

The XPM630 is LoRaWAN CT operated Din Rail Three Phase Multi-Function Energy Meter. Suitable for monitoring energy

consumption and many other electrical parameters.

The unit requires auxiliary power supply (AC or DC) to power the meter, and it can work with 1A/5A input CTs. This unit has
a built-in LoRaWAN module which allows long range wireless communication. Two pulse outputs are available for real time
energy measurement.

XPM630 has been assessed and certified as meeting the requirements of EU Directive 2014/32/EU. The instrument traceable
number is 0120/SGS0142.The meter is also ETL listed bv Intertek.
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PRODUCT SPECIFICATIONS

Electrical Characteristics

Type of Measurement Accuracy
Power 0.5% of range maximum

IEC 62053-22 Class 0.5S, IEC 62053-21 Class 1.0

Active Ener,;
&Y EN50470-1/3 Class B and C

Reactive Energy IEC62053-23 Class 2

Frequency 0.2% of mid-frequency

Current 0.5% of range maximum

Voltage 0.5% of range maximum

Power Factor 1% of unity (0.01)

Input Current CT Secondary 1A/5A

Input Current CT Primary 1-9999A

Min Input Current 0.25A

Starting Input Current 20mA

Rated Input Voltage (Un) 230V L-N / 120V L-N

Operational Input Voltage 80%~120% of Un

XPM630/ XPM630-MT Output 2 Pulse Outputs + RS485 Modbus
XPM630-2T/ XPM630-MBUS-2T 2 Pulse Outputs + RS485 Modbus + 2T (Dual Power Source)
Output

XPM630-MBUS Output 2 Pulse Outputs + M-bus EN13757
XPM630-LoRa Output 2 Pulse Outputs + LoraWAN
Communication Address 1~247

Transmission Distance 1000m Maximum

Transmission Speed 1200bps~38400bps

Parity None (default), Odd, Even

Stop Bits lor2

Response Time <100 mS

M-Bus EN13757-3 Communications

Communication Address 1~250

Transmission Distance 1000m Maximum

Baud Rate 300bps~9600bps

Parity None (default), Odd, Even
Stop Bits lor2

LoRaWAN Communications
Communication Frequency EU868/ AS923/ AU915/ US915, etc.
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DIMENSIONS & ACCESSORIES

94.5mm
72mm
65mm

Dimensions
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Wiring diagram
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WHO WE ARE

Built on 20 years of experience in designing and manufacturing industrial networking products, Agatel was established from
the UK to serve the infrastructure and industrial sectors in EMEA markets with reliable connectivity for mission-critical systems
in demanding environments.

Experienced in hardware and software design and integration, we produce high-quality yet cost-effective industrial networking

and communication products with great customization capabilities and robust implementations, equipping our customers for
reliable secure industrial networks.

WHAT WE OFFER

The needs of our customers’ industry are different from those of corporate IT environments — industrial operating
environments are tough and the impact of failure in the field can lead to business threatening situations, hence our products
will have lifetimes in excess of 20 years.

From entry-level to high-performance industry-certified hardware, Agatel offers a full solution spectrum to suit our customers’
budgets and application requirements, with features such as industrial-grade reliability, integrated security, network
redundancy, and advanced performance.

Our product solution profile includes industrial Ethernet switches, network time servers, media converters, industrial wireless

devices, and serial device servers, covering a wide array of mission-critical applications such as automation, security,
transport, water, oil and gas, and power grids.

WHY CHOOSE US

We help our customers reduce downtime and operational costs of their industrial applications in harsh environments. Leading
system integrators in EMEA rely on our niche technical expertise and product quality to increase their applications’
robustness, revenues, and competitive differentiation.

Agatel ruggedized high-quality solutions are designed to deliver zero-network-downtime for harsh project demands, allowing
for reliable connectivity to keep people and assets safe and secure in harsh and hazardous environments, and allowing
customers to focus on growing their business.

Agatel Ltd

1st Floor, Apex House
Calthorpe Road, Edgbaston
Birmingham B15 1TR
United Kingdom

Tel: +44 121 809 8855
E-mail: info@agatel.co.uk
Website: www.agatel.co.uk
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